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LUMENS
30,000 hrs

LifetimeWATTS
14

28º40º55º

3000K
Warm White

Beam Angle1185/1245

Maintenance
Keep lens clean to ensure even dispersion of light.
Wipe with a clean damp cloth.

This light is not rated for use in outdoor applications. 

Rev. 04022019-001
GoLED reserves the right (1) to make changes in specifications and materials, and (2) to change
or discountinue models, both without notice or obligation. Dimensions are for reference only. 
Please allow 3-6 weeks for special orders. 

Delivers uniform halogen-like accent beam
One external driver 
Simple 5-step changeable reflectors
Anti-glare  optic design, UGR<19 
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Power Supply included

 

Available in Warm White and Cool White.

Replaces exisiting recessed fixtures. Suitable for 
wood or drywall installation.

14 Watt LED
3.5”COB Recessed Downlight

Dimensional Drawing

Product Specification Sheet No. COB DL14 Series Downlight
Platinum Imports Inc Lot 2A Edgehill St Thomas BB22019

 

Limited Warranty

We warrant this product to be free from defects in material 
and workmanship existing at the time of manufacture for a 
period of three (3) years fromthe initial purchase date 
(proof of purchase required).

We will replace any faulty bulbs, chips, drivers, or fixtures
within three (3) years the initial purchase date. 

This limited warranty does not cover misuse, normal wear 
and tear, or failure to follow installation instructions. 

Call +1 246 424 2488 to report any incidents. 

 UL LLC. The CE marking indicates that this product complies with
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DLD143000COB
DLD146000COB
Indoor
14 Watts

-10 ~45 °C

COB LED with Epistar Chip 
3,000K Warm White
5,000K Cool White

1185 lm
1245 lm
≥80

IP40
0.9

-
>55º

3 Years or 30,000 hrs
CE
ROHS

Downlight
Ø110 mm 79.70mm H

0.36kg

White Powdercoated
Die-cast Aluminum
Clear

Technical Specifications

Usage Residential/Commercial
Suitable for indoor application for illumination 
of high use areas such as kitchens, studies, 
offices, boardrooms, bathrooms, etc.

FOR INDOOR USE

Drawing is not to scale, dimensions in mm. 

3 YEAR
WARRANTY

LED
ENERGY
SAVING

100-130 VAC 50/60Hz

Cut Hole Ø92 mm

5000K
Cool White

Triac dimming
Range 5-100%

The 3.5” COB downlight is designed 
to replace the halogen 60W 
downlight.  

Delivering a halogen-like warm white
accent beam, its patented heat-sink
design maintains perfect heat
dissipation.  

This cleverly designed spot can be
fitted at 358º horizontal and 30º 
vertical rotatable.  

Dimmable



Step-by-Step Installation Instructions

It is recommended that you seek the services of a qualified
electrician when removing or installing lighting.

Always ensure that the power has been turned off from the 
breaker before proceeding. 

Make the cut hole in the ceiling (A) based on the insertable side 
of the fixture.

Prepare the fixture for mounting and connect the LED driver. 

Cock the springs (B) on each side of the downlight (C) and insert
vertically into ceiling hole. 

The spring will automatically push down, locking the fixture 
in place. 
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Installation
Instructions

Cut Hole Ø92mm

1. Power must be switched off before installation and the power supply
    connection must be sealed. 
2. Please read specifications and installation instructions first, to ensure that
    the service environment matches the recommended conditions. 
3. Conduct a preliminary estimate to determine the required quantity of LED 
    lights, then calculate the total power to be consumed and design a power plan. 
4. This unit should not be installed on tubes or pipes. 
5. If exterior flexible cables or wires are damaged do not attempt to install. 

Caution

How to replace the reflector:

Unscrew the ring, take out the reflector, 
then put the other reflector into the lamp
(attention: the feet of the reflector must 
fit into the holes of COB holder). Put the 
ring back, tighten it up and you can use 
the lamp with the new reflector.



Dimensions (Unit: mm)

DLD143000COB-55°DLD146000COB-55°

Photometric diagram
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